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measure both directional and nondirec-
tional field strength at eight points on 
each radial. The points need not be 
limited to those measured in the last 
full proof of performance. 

(c) The results of the measurements 
are to be analyzed as follows. Either 
the arithmetic average or the loga-
rithmic average of the ratios of the 
field strength at each measurement 
point to the corresponding field 
strength in the most recent complete 
proof of performance shall be used to 
establish the inverse distance fields. 
(The logarithmic average for each ra-
dial is the antilogarithm of the mean 
of the logarithms of the ratios of field 
strength (new to old) for each measure-
ment location along a given radial). 
When new nondirectional measure-
ments are used as the reference, as de-
scribed in paragraph (b)(2) of this sec-
tion, either the arithmetic or loga-
rithmic averages of directional to non-
directional field strength on each ra-
dial shall be used in conjunction with 
the measured nondirectional field from 
the last proof to establish the inverse 
distance field. 

(d) The result of the most recent par-
tial proof of performance measure-
ments and analysis is to be retained in 
the station records available to the 
FCC upon request. Maps showing new 
measurement points, i.e., points not 
measured in the last full proof, shall be 
associated with the partial proof in the 
station’s records, and shall be provided 
to the FCC upon request. 

[66 FR 20756, Apr. 25, 2001]

§ 73.157 Antenna testing during day-
time. 

(a) The licensee of a station using a 
directional antenna during daytime or 
nighttime hours may, without further 
authority, operate during daytime 
hours with the licensed nighttime di-
rectional facilities or with a nondirec-
tional antenna when conducting moni-
toring point field strength measure-
ments or antenna proof of performance 
measurements. 

(b) Operation pursuant to this sec-
tion is subject to the following condi-
tions: 

(1) No harmful interference will be 
caused to any other station. 

(2) The FCC may notify the licensee 
to modify or cease such operation to 
resolve interference complaints or 
when such action may appear to be in 
the public interest, convenience and 
necessity. 

(3) Such operation shall be under-
taken only for the purpose of taking 
monitoring point field strength meas-
urements or antenna proof of perform-
ance measurements, and shall be re-
stricted to the minimum time required 
to accomplish the measurements. 

(4) Operating power in the nondirec-
tional mode shall be adjusted to the 
same power as was utilized for the 
most recent nondirectional proof of 
performance covering the licensed fa-
cilities. 

[50 FR 30947, July 31, 1985]

§ 73.158 Directional antenna moni-
toring points. 

(a) When a licensee of a station using 
a directional antenna system finds that 
a field monitoring point, as specified 
on the station authorization, is no 
longer accessible or is unsuitable be-
cause of nearby construction or other 
disturbances to the measured field, an 
application to change the monitoring 
point location, including FCC Form 
302–AM, is to be promptly submitted to 
the FCC in Washington, DC. 

(1) If the monitoring point has be-
come inaccessible or otherwise unsuit-
able, but there has been no significant 
construction or other change in the vi-
cinity of the monitoring point which 
may affect field strength readings, the 
licensee shall select a new monitoring 
point from the points measured in the 
last full proof of performance. A recent 
field strength measurement at the new 
monitoring point shall also be pro-
vided. 

(2) Alternatively, if changes in the 
electromagnetic environment have af-
fected field strength readings at the 
monitoring point, the licensee shall 
submit the results of a partial proof of 
performance, analyzed in accordance 
with § 73.154, on the affected radial. 

(3) The licensee shall submit an accu-
rate, written description of the new 
monitoring point in relation to nearby 
permanent landmarks. 

(4) The licensee shall submit a photo-
graph showing the new monitoring 
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